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Introduction

Capabilities

The Skandi Amazonas is designed with an aim to focus on the
future needs for safe operations and stability requirements.
The vessel is outfitted with the latest equipment within safe
AHTS operations, such as the largest AHTS winches, cargo-
rail cranes with manipulators and new systems for handling
rig anchors at stern.

In order to obtain flexible and optimised utilization of the
machinery, the vessel has a hybrid propulsion system, com-
bining a well proven conventional diesel engine, direct driven
reduction gearboxes and CP propellers with a diesel electric
system.

ﬂ Skandi Amazonas Anchor Handling Tug Supply Vessel

General Description

Name Skandi Amazonas

Type AHTS

Owner Vessel Owner

Class IAl, SF SUPPLY VESSEL, TUG, EO, DYNPOS-
AUTR, (IMO DP II), Comf-V(3), CLEAN
DESIGN, NAUT OSV,T-MON, DK(+),
HL(2.8)

Design STXAHI2

Year Built

IMO No.

Flag Brazil
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The SkandiAmazonas is a new generation
high powered anchor handling vessel
designed for field installation operations
across a wide range of water depths and

environmental conditions.

All specifications are subject to changes without prior
Notice. Please contact us for details and verifications.



Technical Specification

Main Dimensions

Overall length 95.00m
Length between pp 84.80m
Breadth 24.00m
Depth 9.80m
Draft 6.50m
Cranes

Deck crane | | x knuckle boom 15t - 20m

Deck crane 2 2 x knuckle jib 5t/3.4 - 1Im

Winches

2 x windlass/mooring winch

2 x de-clutchable drums with band brake, dia. 640mm/dia.
1 100mm x 700mm

First layer: 17 tonnes pull at 0-29m/min

2 x tugger winches forward, low pressure hydraulic driven.

| x fixed drum with band brake, dia. 900mm/dia. 2300mm x
1000mm

First layer: 24 tonnes pull at 0-22m/min
2 x tugger winches aft, low pressure hydraulic driven

| x fixed drum with band brake, dia. 406mm/dia. 900mm x
800mm

First layer: 17 tonnes pull at 0-29m/min

Skandi Amazonas

Deck Space

Main deck area 750m?
Speed

Trial 17.5 knots

Economic transit

Dynamic Positioning System
Kongsberg

| x Gyro compass

2 xWind sensor

2 x MRU 5, Vertical Reference System

| x Fan beam

2 x DGPS

Additional Interface for:

Main propellor’s

Tunnel thrusters

Vessel’s power system for black-out/overload prevention

Power and Propulsion

Main engines 2 x 7680kwW
Bollard pull 300 tonnes
Electric motor 2 x 3500 kw
Main generators 4 x 2100kW
Emergency generator I x 200kW
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2 x 4000kW

2 x controllable pitch
propellor plant

Shaft generators

Diesel propulsion service

Forward 2 x tunnel thruster, 1200kW
| x Retractable azimuth thruster, | 500kW

Aft | x Tunnel thruster, [200kWV
| x Retractable azimuth thruster, | 500kW

Capacities

Main diesel 1350m3

Fresh water 1000m?

Ballast water 3600m?

Accommodation
60 persons (22 single & 19 double cabins)

All specifications are subject to changes without prior
Notice. Please contact us for details and verifications.



General Arrangement

NorSkan Offshore

All specifications are subject to changes without prior

ﬂ S I(a.n d i Am aZonas Anchor Handling Tug SUPPI)’ Vessel Notice. Please contact us for details and verifications.



Contacts

NorSkan Offshore

If you would like further information or would like to contact DOF ASA about our services or equipment,
please visit our website: www.dof.no
or

Call one of our regional offices:

Norway +47 5525 2000 Brazil  +5522 2105 3700
UK +44 1224 285 999 Singapore  +65 6561 2780

All specifications are subject to changes without prior

ﬂ S I(a.n d i Am aZO N aS Anchor Handling Tug SUPPI)’ Vessel Notice. Please contact us for details and verifications.



